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Installation and Operating Instructions 
MODEL NO. ML39- AA-11-04391, ML47- AA-11-04390, ML54- AA-11-04283, ML60- AA-11-04281, AND 

ML72- AA-11-04593 FULLVIEW DIRECT VENT GAS FIREPLACE HEATER 

 
 

 

 

 

WARNING: If the information in these instructions 

is not followed exactly, a fire or explosion may 

result causing property damage, personal injury or 

loss of life. 

 AVERTISSEMENT. Assurez-vous de bien suivre les 

instructions données dans cette notice pour réduire au 

minimum le risque d'incendie ou d'explosion ou pour 

éviter tout dommage matériel, toute blessure ou la mort. 

- Do not store or use gasoline or other flammable 

vapors and liquids in the vicinity of this or any other 

appliance. 

- WHAT TO DO IF YOU SMELL GAS 

¶ Do not try to light any appliance. 

¶ Do not touch any electrical switch; do not 

use any phone in your building. 

¶ Immediately call your gas supplier from a 

ƴŜƛƎƘōƻǊΩǎ ǇƘƻƴŜΦ Cƻƭƭƻǿ ǘƘŜ Ǝŀǎ ǎǳǇǇƭƛŜǊΩǎ 

instructions. 

¶ If you cannot reach your gas supplier, call 

the fire department. 

- Installation and service must be performed by a 

qualified installer, service agency or the gas 

supplier. 

Ne pas entreposer ni utiliser d'essence ni d'autres vapeurs 

ou liquids inflammables dans le voisinage de cet appareil 

ou de tout autre appareil.  

- QUE FAIRE SI VOUS SENTEZ UNE ODEUR DE GAZ:  

ω bŜ Ǉŀǎ ǘŜƴǘŜǊ ŘϥŀƭƭǳƳŜǊ ŘϥŀǇǇŀǊŜƛƭΦ  

ω bŜ ǘƻǳŎƘŜȊ Ł ŀǳŎǳƴ ƛƴǘŜǊǊǳǇǘŜǳǊΦ bŜ Ǉŀǎ Ǿƻǳǎ ǎŜǊǾƛǊ ŘŜǎ 

téléphones se trouvant dans le bâtiment où vous trouvez.  

ω !ǇǇŜƭŜȊ ƛƳƳŞŘƛŀǘŜƳŜƴǘ votre fournisseur de gaz depuis 

un voisin. Suivez les instructions du fournisseur.  

ω {ƛ Ǿƻǳǎ ƴŜ ǇƻǳǾŜȊ ǊŜƧƻƛƴŘǊŜ ƭŜ ŦƻǳǊƴƛǎǎŜǳǊ ŘŜ ƎŀȊΣ 

appelez le service des incendies.  

- L'installation et l'entretien doivent être assurés par un 

installateur ou un service d'entretien qualifié ou par le 

fournisseur de gaz.  

 

This appliance may be installed in an aftermarket, 

permanently located, manufactured home (USA 

only) or mobile home, where not prohibited by local 

codes. 

This appliance is only for use with the type of gas 

indicated on the rating plate. This appliance is not 

convertible for use with other gasses, unless a 

certified kit is used. 

 Cet appareil peut être installé dans une maison 

préfabriquée (É.-U. seulement) ou mobile déjà installée à 

demeure si les règlements locaux le permettent.  

Cet appareil doit être utilisé uniquement avec les types de 

gaz indiqués sur la plaque signalétique. Une trousse de 

conversion est fournie avec cet appareil. 

A barrier designed to reduce the risk of burns from 

the hot viewing glass is provided with this appliance 

and must be installed. 

 Une barrière conçue pour réduire le risque de brûlures 

du verre chaud est fournie avec cet appareil et doit être 

installée. 
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 READ ME FIRST 

1.1 CAUTION STATEMENTS TO PARENTS OF YOUNG CHILDREN 
If this f ireplace is installed in an isolated bedroom, study or other room, always operate this appliance 

in thermostatic temperature-controlled mode. Do not operate in Manual mode. Doing so can lead to 

very high room temperatures which can be hazardous to the roƻƳ ƻŎŎǳǇŀƴǘǎΩ ƘŜŀƭǘƘΦ   

Do not place young children in cribs, bassinets or the l ike in the vicinity of this appliance. Young 

children may be vulnerable to high temperatures that this fireplace can create locally. 

Young children should be carefully supervised and never left unattended when they are in the same 

room as the fireplace. Toddlers, young children and others may be susceptible to accidental contact 

burns. A physical barrier is recommended if there are at risk individuals in the house. To restrict access 

to a fireplace or stove, install an adjustable safety gate to keep toddlers, young children and other at-

risk individuals out of the room and away from hot surfaces. This physical barrier is in addition to the 

required glass barrier Screen. 

1.2 INITIAL FIRING AND CURING PROCEDURE 
This product requires an initial heat curing cycle during which some materials used in the manufacturing process will burn 

off and the powder paint goes through a hardening cycle. During the initial curing phase, some smoke and odor will be 

emitted. This is normal. 

The installer should perform these initial curing cycle procedures as the final step in the installation process before 

finishing materials are installed around this fireplace. See chapter 3.1.1 

Mendota Fireplace Curing Instructions.  Read and follow all instructions given in this Chapter and perform the 3-step 

curing cycle. 

After the 3-step curing cycle has been completed, all smoking will have stopped. Some slight odors may remain. With 

subsequent use of this Fireplace, odors will slowly dissipate and disappear. 

ODOR RISKS 
If this appliance is not operated for an extended period (three months or longer), when first fired 

again, expect odors of burnt dust and l int; just l ike when turning on your home heating system for the 

first time in the Fall. 

1.3 HOT SURFACES ARE NORMAL 
Be aware that the surface in front of, above and adjacent to this heater appliance can be too hot to touch. As long as all 

required clearances to combustibles are met and the required finishing materials are used, this appliance will perform 

safely. Note that the exposed surfaces immediately surrounding the Fireplace can have surface temperatures that are too 

hot to touch. This level of surface temperature is considered normal and does not indicate any hazardous situation. 

WARNING: The supplied barrier screen must be installed always when this fireplace is in operation. 

Do not place any object directly in front (within слέ) or directly above (on the front edge of the 

mantel). This is a heating appliance. Areas directly in front and above this appliance will be very hot 

and can damage most household objects if placed too close.  KeŜǇ CǳǊƴƛǘǳǊŜ ǇƛŜŎŜǎ ŀǘ ƭŜŀǎǘ слέ away 

in front  of the barrier screen. 

1.4 PERIODIC AND ANNUAL CLEANING ARE REQUIRED 
See Required Periodic Inspections, Chapter 6.1 and Required Annual Maintenance, Chapter 6.3.  Periodic and Annual 

cleaning and general services are required at least once a year in the Summer or early Fall.  Changing remote control 

batteries at least every 6 months is required; or more frequently based upon usage frequency. Cleaning pilot flame sensor 

rod, sparker rod and pilot hood body is required at least once per year. Cleaning of burner ports, gas orifice areas is 

reqǳƛǊŜŘ ƻƴŎŜ ŀ ȅŜŀǊ ŘǳŜ ǘƻ ƛƴǎŜŎǘǎΩ ƴŜǎǘƛƴƎ ǇǊƻōŀōƛƭƛǘȅ ŘǳŜ ǘƻ aŜǊŎŀǇǘŀƴ ŀŘŘƛǘƛƻƴ ƛƴ bŀǘǳǊŀƭ Dŀǎ όaŜǊŎŀǇǘŀƴ Ƙŀǎ ōŜŜƴ 

known to attracts insects). 
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 GENERAL INFORMATION 

2.1 SAFETY AND WARNING INFORMATION 

 Building Permit & Inspection Requirements 

All installations of Mendota Fireplaces must comply with all the requirements stated in this Installation and Operating Manual. 

The dealer and/or installer must obtain all required building permits and inspection approvals from the local building inspection 

department or the local jurisdiction. To validate warranty coverage, Mendota may require facsimile copies of the building 

permit and inspection approval forms. Failure to provide adequate proof that the installation conforms to all local requirements 

and the requirements stated in the Installation and User Manual will void all applicable warranties. 

 Other Cautions 

CAUTION: Each installation must conform to all local, state, and national codes. Refer to the national fuel 

gas code and local zoning and code authorit ies for details on installation requirements. The Mendota 

Fireplace must be vented to the outside in accordance with the latest edition of the National Fuel Gas Code. 

In the absence of local codes, the installat ion must conform to the most current edition of the National Fuel 

Gas Code ANSI Z223.1, also known as NFPA 54. 

 

CAUTION: The Mendota Fireplace may be installed in a manufactured (mobile) home after the first sale of 

the home. Manufactured home (mobile home) installat ion must conform with the Manufactured Home 

Construction and Safety Standard, Title 24 CFR, Part 3280, or, when such a standard is not applicable, the 

Standard for Manufactured Home Installat ions, ANSI A225.1/NFPA 501A, or CSA Z240.4-Gas Equipped Mobile 

Housing. Consult your local building official. NOTE: For mobile home installations, unit must be bolted to 

the Woodburning fireplace firebox floor and properly grounded. 

 
INSTALLER: Leave this manual with the appliance. CONSUMER: Retain this manual for future reference.  

INSTALLATEUR Υ [ŀƛǎǎŜȊ ŎŜǘǘŜ ƴƻǘƛŎŜ ŀǾŜŎ ƭΩŀǇǇŀǊŜƛƭΦ CONSOMMATEUR : Conservez cette notice pour 

consultation ultérieure. 
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2.2 SAFETY WARNINGS 

 

HIGH-ALTITUDE INSTALLATION INFORMATION: Prior to installing at altitudes higher than 7,500 ft., understand the need for gas 

input derating. Contact Mendota Technical Service for support. 

INSTALLER NOTE: These instructions are to remain with homeowner. 

Be sure to read and understand all instructions carefully before starting the fireplace. Failure to follow these instructions may 

result in a possible fire hazard leading to property loss, injury or even death and will void all warranty.  

FOR YOUR SAFETY: A qualified installer, service agency, or 

the gas supplier must perform installation and service. 

Do not store or use gasoline or other flammable vapors 

and liquids in the vicinity of this or any other appliance. 

WARNING: Do not operate this appliance with the glass 

removed, cracked or broken.  A licensed or qualified 

person should do replacement of glass. 

AVERTISSEMENT: Ne pas utiliser ƭΩŀǇǇŀǊŜƛƭ si le panneau 

frontal en verre ƴΩŜǎǘ pas en place, est craqué ou brisé. 

Confiez le remplacement du panneau à un technicien 

agréé. 

WARNING: Mendota gas fireplaces are heat producing 

appliances. Do not burn wood, paper or other materials in 

this fireplace.  This fireplace is designed as a supplemental 

heat source. It is advisable to have an alternative primary 

heat supply. 

WARNING: Improper installation, adjustment, 

alteration, service or maintenance can cause injury or 

property damage. Refer to this manual. For 

assistance or additional information consult a 

qualified installer, service agency or the gas supplier. 

In the Commonwealth of Massachusetts: 

Installation must be performed by a licensed plumber or 

gas fitter;  a CO detector shall be installed in the room 

where the appliance is installed. 

This appliance may be installed in an aftermarket, 

permanently located, manufactured (mobile) home 

(USA Only), where not prohibited by local codes. 

This appliance is only for use with the type(s) of gas 

indicated on the rating plate. This appliance is not 

convertible for use with other gases, unless a certified 

conversion kit is used. 

Cet appareil peut être installé dans un maison 

préfabriquée (mobile) déjà installée à demeure si les 

règlements locaux le permettent. 

Cet appareil doit être utilisé uniquement avec les types 

de gas indiqués sur la plaque signalétique.  Ne pas 

ƭΩǳǘƛƭƛǎŜǊ ŀǾŜŎ ŘΩŀǳǘǊŜǎ gas sauf si un kitde conversion 

certifié est installé. 
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 Safety Standards and Warnings 

Do not operate this appliance with  the glass removed, cracked or broken. Only glass doors certified with this 

appliance shall be used. 

A barrier designed to reduce the risk of burns from the hot viewing glass is provided with this appliance and 

must be installed.  If the barrier becomes damaged, the barrier shall be replaced with the manufacturer's 

barrier for this appliance. 

Any Barrier Screen or guard removed for servicing must be replaced before operating fireplace.  

¢ƻǳǘ ŞŎǊŀƴ ƻǳ ǇǊƻǘŜŎǘŜǳǊ ǊŜǘƛǊŞ ǇƻǳǊ ǇŜǊƳŜǘǘǊŜ ƭΩŜƴǘǊŜǘƛŜƴ ŘŜ ƭΩŀǇǇŀǊŜƛƭ Řƻƛǘ şǘǊŜ ǊŜƳƛǎ Ŝƴ ǇƭŀŎŜ ŀǾŀƴǘ ŘŜ 

ƳŜǘǘǊŜ ƭΩŀǇǇŀǊŜƛƭ Ŝƴ ƳŀǊŎƘŜΦ 

This unit is not for use with solid fuel.  

Ne pas utiliser avec du combustible solide. 

Installation and repair should be performed by a qualified service person. The fireplace and venting system 

should be inspected before initial use and at least annually by a professional service person. More frequent 

cleaning may be required due to excessive lint from carpeting, bedding, material, etc. It  is imperative that 

ǘƘŜ ǳƴƛǘΩǎ ŎƻƴǘǊƻƭ ŎƻƳǇŀǊǘƳŜƴǘΣ ōǳǊƴŜǊǎ ŀƴŘ ŎƛǊŎǳƭŀǘƛƴƎ ŀir passageways are kept clean to provide for 

adequate combustion and venti lation air.  

[Ωƛƴǎǘŀƭƭŀǘƛƻƴ Ŝǘ ƭŀ ǊŞǇŀǊŀǘƛƻƴ ŘŜǾǊŀƛǘ şǘǊŜ ŎƻƴŦƛŞŜǎ Ł ǳƴ ǘŜŎƘƴƛŎƛŜƴ ǉǳŀƭƛŦƛŞΦ [ΩŀǇǇŀǊŜƛƭ ŘŜǾǊŀƛǘ ŦŀƛǊŜ ƭΩƻōƧŜǘ 

ŘΩǳƴŜ ƛƴǎǇŜŎǘƛƻƴ ǇŀǊ ǳƴ ǘŜŎƘƴƛŎƛŜƴ ǇǊƻŦŜǎǎƛƻƴƴŜƭ ŀǾŀƴǘ ŘΩşǘǊŜ ǳǘƛƭƛǎŞ Ŝǘ ŀǳ Ƴƻƛƴǎ ǳƴŜ Ŧƻƛǎ ƭΩŀƴ ǇŀǊ ƭŀ ǎǳƛǘŜΦ 

Des nettoyages plus fréquents peuvent être nécessaires si les tapis, la l iterie, et cetera produisent une 

quantité importante de poussière. Il est essentiel que les compartiments abritant les commandes, les 

ōǊǶƭŜǳǊǎ Ŝǘ ƭŜǎ ŎƻƴŘǳƛǘǎ ŘŜ ŎƛǊŎǳƭŀǘƛƻƴ ŘΩŀƛǊ ŘŜ ƭΩŀǇǇŀǊŜƛƭ ǎƻƛŜƴǘ ǘŜƴǳǎ ǇǊƻǇǊŜǎΦ 

Always keep the fireplace clear and free from combustible materials, gasoline, and other flammable vapors 

and liquids. 

Never obstruct the flow of combustion and ventilation air. Keep the front of the fireplace clear of all 

obstacles and materials for servicing and proper operation. Use only Mendota approved Screens, Fronts and 

Trim Kits. 

Due to high temperature, the fireplace should be located out of traffic areas and away from furniture and 

ŘǊŀǇŜǊƛŜǎΦ 9ƴ Ǌŀƛǎƻƴ ŘŜǎ ǘŜƳǇŞǊŀǘǳǊŜǎ ŞƭŜǾŞŜǎΣ ƭΩŀǇǇŀǊŜƛƭ ŘŜǾǊŀƛǘ şǘǊŜ ƛƴǎǘŀƭƭŞ Řŀƴǎ ǳƴ ŜƴŘǊƻƛǘ ƻǴ ƛƭ ȅ ŀ ǇŜǳ 

de circulation et loin du mobilier et des tentures. 

Clothing or flammable material should not be placed on or near the fireplace.  

hƴ ƴŜ ŘŜǾǊŀƛǘ Ǉŀǎ ǇƭŀŎŜǊ ŘŜ ǾşǘŜƳŜƴǘǎ ƴƛ ŘΩŀǳǘǊŜǎ ƳŀǘƛŝǊŜǎ ƛƴŦƭŀƳƳŀōƭŜǎ ǎǳǊ ƭΩŀǇǇŀǊŜƛƭ ƴƛ Ł ǇǊƻȄƛƳƛǘŞΦ 

Children and adults should be alerted to the hazards of high surface temperature and should stay away to 

avoid burns or clothing ignition. The door glass, surrounding walls and objects can be too hot to touch.  

Les enfants et les adultes devraient être informés des dangers que posent les températures de surface 

ŞƭŜǾŞŜǎ Ŝǘ ǎŜ ǘŜƴƛǊ Ł ŘƛǎǘŀƴŎŜ ŀŦƛƴ ŘΩŞǾƛǘŜǊ ŘŜǎ ōǊǶƭǳǊŜǎ ƻǳ ǉǳŜ ƭŜǳǊǎ ǾşǘŜƳŜƴǘǎ ƴŜ ǎΩŜƴŦƭamment. 

Young children should be carefully supervised when they are in the same room as the fireplace. Toddlers, 

young children and others may be susceptible to accidental contact burns. A physical barrier is 

recommended if there are at risk individuals in the house. To restrict access to a fireplace or stove, install 

an adjustable safety gate to keep toddlers, young children and other at-risk individuals out of the room and 

away from hot surfaces. This physical barrier is in addition to the required glass barrier Screen. 

[Ŝǎ ƧŜǳƴŜǎ ŜƴŦŀƴǘǎ ŘŜǾǊŀƛŜƴǘ şǘǊŜ ǎǳǊǾŜƛƭƭŞǎ ŞǘǊƻƛǘŜƳŜƴǘ ƭƻǊǎǉǳΩƛƭǎ ǎŜ ǘǊƻǳǾŜƴǘ Řŀƴǎ ƭŀ ƳşƳŜ ǇƛŝŎŜ ǉǳŜ 

ƭΩŀǇǇŀǊŜƛƭΦ [Ŝǎ ǘƻǳǘ ǇŜǘƛǘǎΣ ƭŜǎ ƧŜǳƴŜǎ ŜƴŦŀƴǘǎ ƻǳ ƭŜǎ ŀŘǳƭǘŜǎ ǇŜǳǾŜƴǘ ǎǳōƛǊ ŘŜǎ ōǊǶƭǳǊŜǎ ǎΩƛƭǎ ǾƛŜƴƴŜƴǘ Ŝƴ 

contact avec la surface chaudŜΦ Lƭ Ŝǎǘ ǊŜŎƻƳƳŀƴŘŞ ŘΩƛƴǎǘŀƭƭŜǊ ǳƴŜ ōŀǊǊƛŝǊŜ ǇƘȅǎƛǉǳŜ ǎƛ ŘŜǎ ǇŜǊǎƻƴƴŜǎ Ł 

ǊƛǎǉǳŜǎ ƘŀōƛǘŜƴǘ ƭŀ ƳŀƛǎƻƴΦ tƻǳǊ ŜƳǇşŎƘŜǊ ƭΩŀŎŎŝǎ Ł ǳƴ ŦƻȅŜǊ ƻǳ Ł ǳƴ ǇƻşƭŜΣ ƛƴǎǘŀƭƭŜȊ ǳƴŜ ōŀǊǊƛŝǊŜ ŘŜ 

sécurité; cette mesure empêchera les tout petits, les jeunes enfants et toute autre personne à risque 

ŘΩŀǾƻƛǊ ŀŎŎŝǎ Ł ƭŀ ǇƛŝŎŜ Ŝǘ ŀǳȄ ǎǳǊŦŀŎŜǎ ŎƘŀǳŘŜǎΦ 

These units must use one of the vent systems described in the Flue Venting section of this manual. 
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This gas fireplace and vent system must be vented directly to the outside and must never be attached to a 

chimney serving a separate solid fuel-burning fireplace. Each gas fireplace must use a separate vent system. 

Common vent systems are prohibited . 

The vent system for this fireplace must be periodically examined by a qualif ied service agency to maintain 

venting performance and safety. If the vent system is disassembled for any reason, reinstall per the 

instructions provided for the initial installation. 

Inspect the external vent cap on regular basis (monthly) to make sure that no debris is interfering with the 

airflow. The flow of combustion and venti lation air are not to be obstructed. 

Do not abuse the glass door assembly by striking the glass, slamming the door shut, etc. 

Use only authorized parts and materials obtained from Mendota Hearth when replacing defective or 

damaged glass, log sets, media, firebox inner liners or trim kits.  

Do not use abrasive cleaners on the glass door assembly. Do not attempt to clean the glass door when it is 

hot. Use Mendota recommended cleaner, KelKem. 

Turn off the gas before servicing this fireplace. It is recommended that a qualified service technician 

perform a fireplace check-up at the beginning of each heating season. 

Do not place furniture or any other combustible household objects within 60έ ƻŦ ǘƘŜ ŦƛǊŜǇƭŀŎŜ ŦǊƻƴǘ, per fire 

safety code. 

This vented gas fireplace heater is not for use with air fil ters.  

Foyer au gaz à évacuation. - Ne pas util iser avec du combustible solide. 

Keep burner and control compartment clean. See installat ion and operating instructions accompanying 

fireplace. 

S'assurer que le brûleur et le compartiment des commandes sont propres. Voir les instructions d'installat ion 

et d'uti lisation qui accompagnent l 'appareil. 

WARNING: Improper installat ion, adjustment, alteration, service or maintenance can cause injury or 

ǇǊƻǇŜǊǘȅ ŘŀƳŀƎŜΦ wŜŦŜǊ ǘƻ ǘƘŜ ƻǿƴŜǊΩǎ ƛƴŦƻǊƳŀǘƛƻƴ Ƴŀƴǳŀƭ ǇǊƻǾƛŘŜŘ ǿƛǘƘ ǘƘƛǎ ŦƛǊeplace. For assistance or 

additional information consult a qualif ied installer, service agency or the gas supplier. 

L'AVERTISSEMENT: L'installat ion inconvenante, ajustement, modification, service ou entretien peut causer 

le dommages de propriété ou blessure. Référer au manuel d'information de propriétaire fourni cet appareil. 

Pour l 'assistance ou information supplémentaire consulte un qualif iée installeur, agence de service ou le 

fournisseur de gaz. 

Do not use this f ireplace if any part has been under water. Immediately call a qualified service technician to 

inspect the fireplace and to replace any part of the control system and any gas control, which has been 

underwater. 

bŜ Ǉŀǎ ǳǘƛƭƛǎŜǊ ŎŜǘ ŀǇǇŀǊŜƛƭ ǎΩƛƭ ŀ ŞǘŞ ǇƭƻƴƎŞΣ ƳşƳŜ ǇŀǊǘƛŜƭƭŜƳŜƴǘΣ Řŀƴǎ ƭΩŜŀǳΦ !ǇǇŜƭŜǊ un technicien qualifié 

ǇƻǳǊ ƛƴǎǇŜŎǘŜǊ ƭΩŀǇǇŀǊŜƛƭ Ŝǘ ǊŜƳǇƭŀŎŜǊ ǘƻǳǘŜ ǇŀǊǘƛŜ Řǳ ǎȅǎǘŝƳŜ ŘŜ ŎƻƳƳŀƴŘŜ Ŝǘ ǘƻǳǘŜ ŎƻƳƳŀƴŘŜ ǉǳƛ ŀ ŞǘŞ 

ǇƭƻƴƎŞŜ Řŀƴǎ ƭΩŜŀǳΦ 

Do not use any fronts or doors with this fireplace unless they are certified by Mendota and installed by a 

certified installer.  

Seules des portes certifiées pour cet appareil doivent être utilisées. 
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2.3 REQUIREMENTS FOR THE COMMONWEALTH OF MASS. 
The information in this section applies to all installations performed in the Common Wealth of Massachusetts only. 

a. For all side wall, horizontally vented gas fueled equipment installed in every dwelling, building or structure used in whole 

or in part for residential purposes and where the side wall exhaust vent termination is less than seven (7) feet above 

grade, the following requirements shall be satisfied: 

1. If there is no carbon monoxide detector with an alarm already installed in compliance with the most current 

edition of NFPA 720, NFPA 70 and the Massachusetts State Building code in the residential unit served by the 

side wall horizontally vented gas fueled equipment, a battery-operated carbon monoxide detector with an 

alarm shall be installed in compliance with the most current edition of NFPA 720. NFPA 70 and the 

Massachusetts State Building Code. 

2. In addition to the above requirements, if there is not one already present, a carbon monoxide detector with an 

alarm and a battery backup shall be installed and located in accordance with the installation requirements 

supplied with the detector on the floor level where the gas equipment is installed. The carbon monoxide 

detector with an alarm shall comply with 527 CMR, ANSI/UL 2034 Standards or CSA 6.19 and the most current 

edition of NFPA 720. In the event that the requirements of this subdivision cannot be met at the time of the 

completion of the installation of the equipment, the installer shall have a period of thirty (30) days to comply 

with this requirement; provided, however, that during said thirty (30) day period, a battery-operated carbon 

monoxide detector with an alarm shall be installed in compliance with the most current edition of NFPA 720, 

NFPA 70 and the Massachusetts State Building Code. In the event that the horizontally vented gas fueled 

equipment is installed in a crawl space or an attic, the carbon monoxide detector may be installed on the next 

adjacent habitable floor level. Such detector may be a battery-operated carbon monoxide detector with an 

alarm and shall be installed in compliance with the most current edition of NFPA 720, NFPA 70 and the 

Massachusetts State Building Code. 

3. A metal or plastic identification plate shall be permanently mounted to the exterior of the building at a 

minimum height of eight (8) feet above grade directly in line with the exhaust vent terminal for the horizontally 

vented gas fueled heating appliance or equipment. The sign shall read, in print size no less than one-ƘŀƭŦ όмκнύέ 

ƛƴ ǎƛȊŜΣ άD!{ ±9b¢ 5Lw9/¢[¸ .9[h²Σ Y99t /[9!w hC ![[ h.{¢w¦/¢Lhb{έ 

4. A final inspection by the state or local gas inspector of the side wall horizontally vented equipment shall not be 

performed until proof is provided that the state or local electrical inspector having jurisdiction has granted a 

permit for installation of carbon monoxide detectors and alarms as required above. 

b. EXEMPTIONS: The following equipment is exempt from 248 CMR 5.08(2) (a) 1 through 4: 

1. ¢ƘŜ ŜǉǳƛǇƳŜƴǘ ƭƛǎǘŜŘ ƛƴ /ƘŀǇǘŜǊ мл ŜƴǘƛǘƭŜŘ ά9ǉǳƛǇƳŜƴǘ bƻǘ wŜǉǳƛǊŜŘ ¢ƻ .Ŝ ±ŜƴǘŜŘέ ƛƴ ǘƘŜ Ƴƻǎǘ ŎǳǊrent 

edition of NFPA 54 as adopted by the Board; and 

2. Product Approved side wall horizontally vented gas fueled equipment installed in a room or structure separate 

from the dwelling, building or structure used in whole or in part for residential purposes. 

c. When the manufacturer of Product Approved side wall horizontally vented gas equipment provides a venting system 

design or venting system components with the equipment, the instructions for installation of the equipment and the 

venting system shall include: 

1. A complete parts list for the venting system design or venting system; and 

2. Detailed instructions for the installation of the venting system design or the venting system components. 

d. When the manufacturer of a Product Approved side wall horizontally vented gas fueled equipment does not provide the 

ǇŀǊǘǎ ŦƻǊ ǾŜƴǘƛƴƎ ǘƘŜ ŦƭǳŜ ƎŀǎŜǎΣ ōǳǘ ƛŘŜƴǘƛŦƛŜǎ άǎǇŜŎƛŀƭ ǾŜƴǘƛƴƎ ǎȅǎǘŜƳǎέΣ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǎƘŀƭƭ ōŜ ǎŀǘƛǎŦƛŜŘΥ 

1. ¢ƘŜ ǊŜŦŜǊŜƴŎŜŘ άǎǇŜŎƛŀƭ ǾŜƴǘƛƴƎ ǎȅǎǘŜƳέ ƛƴǎǘǊǳŎǘƛƻƴǎ ǎƘŀƭƭ ōŜ ƛƴŎƭǳŘŜŘ ǿƛǘƘ ǘƘŜ ŀǇǇƭƛŀƴŎŜ ƻǊ ŜǉǳƛǇƳŜƴǘ 

installation instructions; and 

2. ¢ƘŜ άǎǇŜŎƛŀƭ ǾŜƴǘƛƴƎ ǎȅǎǘŜƳǎέ ǎƘŀƭƭ ōŜ tǊƻŘǳŎǘ !ǇǇǊƻǾŜŘ ōȅ ǘƘŜ .ƻŀǊŘΣ ŀƴŘ ǘƘŜ ƛƴǎǘǊǳŎǘƛƻƴǎ ŦƻǊ ǘƘŀǘ ǎȅǎǘŜƳ ǎƘŀƭƭ 

include a parts list and detailed installation instructions. 

e. A copy of all installation instructions for all Product Approved side wall horizontally vented gas fueled equipment, all 

venting instructions, all parts lists for venting instructions, and/or all venting design instructions shall remain with the 

appliance or equipment at the completion of the installation  
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 TECHNICAL REFERENCES 
Read and understand all information provided under this section, Technical References, before you begin the installation of this 

product. Failure to follow all technical reference information, use of components or parts not approved or use of improper 

installation procedures can lead to a fire or explosion causing property damage, personal injury or loss of life.  

3.1 GENERAL TECHNICAL REFERENCES 
Caution: Before igniting the pilot or burners, perform the following inspections and verif ications: 

Check glass gasket seal. Visually inspect glass gasket, especially at the corners of the glass piece. Glass gasket is installed as a 4-

piece assembly. Check joints between the gasket pieces at the corners. They should butt against each other to create a seal. 

Gaps between gasket pieces can cause exhaust leaks and lead to acrid smell concerns. Check for gas leaks at all fittings. 

During the first burning cycle of this Fireplace, ensure the convection blower is running at level three during the first two hours 

of initial burn. After two hours of initial burn, allow fireplace to cool.  

This fireplace must be installed and serviced by a qualified installer, service agency, or the gas supplier.  Any adjustments to 

burner, pilot, logs or coal bed must be made by a qualified installer, service agency, or the gas supplier. 

 If ignition system goes into lockout mode, always wait 5 minutes before attempting to relight pilot.  

Never block off convection air openings or paths. Trim panels or surrounds shall not seal ventilation openings in the fireplace. 

Always use Mendota decorative fronts and Mendota approved vent systems and vent caps only. 

 Mendota Fireplace Curing Instructions 

ATTENTION 
It is important that the blowers are turned on during this step to prevent the curing smoke from staining the 
wall finish above the fireplace. Mendota recommends completing Step 1 prior to installation of wall f inish 
materials. 

Visible smoke and strong odor are to be expected during this step. If desired, disable smoke alarms before 
this step, smoke from the initial curing cycle will set off smoke alarms.  Open doors and windows of the home 
to circulate fresh air. 

 Step 1: Expelling Initial Smoke and Odors 

Please refer to OPERATING INFORMATION if you have questions on how to operate your Mendota. 

ω Complete the installation of any barrier screen (required) or front. 

ω Turn the fireplace on in the Manual (Off) thermostat mode.  

ω Set the Flame Height to Hi.  

ω Set the Fan Speed Control to Level 3.  

ω Run the fireplace with these settings for a minimum of 2 hours.  

ω Turn the fireplace off and let it cool.  

 Step 2: High Heat Curing Cycle 

ω Turn the fireplace on in the Manual (Off) thermostat mode.  

ω Set the Flame Height to Hi. 

ω Set the Fan Speed Control to Off. 

ω Run the fireplace with these settings until curing odors have diminished.  

ω When odors have diminished leave the fireplace turned on and continue to Step 3. 

WARNING  

FIRE RISK/ODOR RISK  

¶ This fireplace must be installed on top of wood, masonry or metal floor extending the full width and depth of this 

fireplace. 

¶ Verify glass gasket seal before firing unit the first time. Verify proper latching of glass frame onto unit body. 

¶ Understand that this appliance requires a break-in period during which small amounts of smoke and curing smells 

will be emitted. 
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 Step 3: Final Curing Cycle 

ω With the fireplace still turned on from Step 2. 

ω Set the Fan Speed Control to the lowest setting Level 1. 

ω If any new curing odors are detected, continue to run the fireplace with this setting until the curing odors have 

diminished. 

ATTENTION:  Slight odors may still be noticeable on future startups of the fireplace. These will diminish over time as the 

fireplace is used. 

  Additional Curing Information 

It is not unusual for a fireplace to require more than 10 continuous hours on high for curing odors to diminish. There are 

variables that can extend or shorten the curing time such as decorative fronts, doors, facing materials and their application.  

Finish materials around the fireplace are subject to high temperatures. Finishing materials used over the fireplace in the non-

combustible zone can see temperatures around 350° F. Materials used around the fireplace must be rated for these 

temperatures. Failure to use adequate materials can result in odor problems.  

Please be aware that materials used around the fireplace will heat up and have the potential to cause odor issues. Adhesives, 

glue, wall substrate, wall finish material, paints and polishes are common materials that if used incorrectly will cause odor 

issues. Mendota is not responsible for any odor issues caused by materials used around the fireplace. 
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3.2 MECHANICAL TECHNICAL REFERENCES 

 Planning the installation 
This Mendota Fireplace must be installed and serviced by a qualified installer, service agency, or the gas supplier. 

When planning on appliance installation, it is necessary to determine the following information before installing: 

¶ Where the appliance is to be installed. 

¶ The vent system configuration to be used. 

¶ Gas supply piping. 

¶ Electrical Wiring. 

¶ Framing and finishing details. 

¶ Hearth Protection Pad Requirements. 

¶ Whether accessories such as a ceiling fan are desired. 

 Selecting Appliance Location 

When selecting a location for your appliance, it is important to consider the required clearances to walls. 
 

 
    ML39 ML47 ML54 ML60 ML72 

A MINIMUM FRAMING DEPTH 19 1/2 

B FINISHED FRAMING WIDTH 48 54 61 67 78 

C MIN. ENCLOSURE FRAMING WIDTH 56 62 69 75 86 

D 
MIN. ENCLOSURE FRAMING 
WIDTH (CORNER INSTALL) 

82 3/8 88 5/8 95 7/8 102 113 

E 
MIN. ENCLOSURE FRAMING 

DEPTH (CORNER INSTAL) 
58 1/4 62 5/8 67 7/8 72 1/8 79 3/4 

F VENT LOCATION 21 23 1/4 25 3/4 27 7/8 31 3/4 

G BACK OF ENCLOSURE TO VENT 8 
 

 

WARNING 

FIRE RISK- ODOR RISK 

¶ Install appliance on hard metal or wood surfaces extending full width and depth of this fireplace. 

¶ Do NOT install this fireplace directly on carpeting, vinyl or any combustible material other than wood. 
Construct chase to all clearance specifications in manual. 

¶ Locate and install appliance to all clearance specifications in manual. 


































































































































































